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PRODUCT DESCRIPTION FEATURES

The Mactech MT8 LRB Portable Milling Machine
is a 3-axis, linear rail mill. It is capable of close * PRECISE 3-AXIS MILLING, DRILLING, AND BORING

tolerance milling, drilling, boring and many other - VERSATILE AND PORTABLE

on-site milling operations. It is ideal for large area

repair work where dismantling is not possible - SMALL FOOTPRINT FOR RESTRICTED SPACES
or practical. The MT8 can be welded, clamped,

bolted or magnetically attached directly onto the « VARIETY OF MOUNTING OPTIONS
workpiece in any orientation. The Y-Z axis can be

assembled on either side of the X axis, and the mill * IN-SITU PRECISION MACHINING

head be flipped over for overhead milling. The MT8
is available in four lengths: from 48, 72, 96 and 120 * WIDE RANGE OF TOOLING OPTIONS

inches.
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MT8 LRB x 48 36" (914mm) 48" (1168mm) 8.5" (216mm) 60" (1524mm) 720lbs / 327kg 605-5218
MT8 LRB x 72 | 60" (1524mm) | 72" (1829mm) 8.5” (216mm) 84" (2133mm) 900Ibs / 408kg 605-5224
MT8 LRB x 96 | 84" (2133mm) 96” (2438mm) 8.5” (216mm) | 108" (2743mm) 1090lbs / 494kg 605-5217
MT8 LRB x 120 | 108" (2743mm) [ 120" (3048mm) | 8.5" (216mm) | 132" (3353mm) 1280Ibs / 580kg 605-5221
SPECIFICATIONS DRIVES

Tool Holder: NMTB 40 tool holder.
Other tool holders and adapters are available.

X-axis Feed: 20" per minute, electric servo feed
Y-axis Feed: Manual ratchet feed
Z-axis Feed: Manual ratchet feed

Air (with caddy), hydraulic (with 36” hoses),
or electric drives (110v, 220v) are available.

Call Mactech to help you select the
appropriate drive system for your application.
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