
M A C T E C H   P O R T A B L E   M A C H I N I N G   S O L U T I O N S

REMOTE DIGITAL WIRELESS TEST INDICATOR

Mactech, Inc.  •  4079 Pepin Ave.  •  Red Wing, MN  55066
PH: 651-388-7117  •  TOLL FREE: 800-328-1488  •  FAX: 651-388-0337

www.mactechonsite.com

ON-SITE MACHINING SOLUTIONS

Make Precise Measurements Remotely and Safely

Applications
• Large boring mills and lathes

• Milling machine centering

• Hazardous locations

• Final inspection and gauging

• Concentricity inspection

• Deep hole boring
• Quality Control

Features
• Provides remote read-out of stylus 

position.

• Moving bar graph shows stylus position 
in range.

• Multiple units in the same 
environment.

• Industry-standard mounting vees.

• Bright OLED receiver display.

• Inch and metric units capability.

• TIR, LOW, HIGH measure modes.

• Reversible stylus.

• Choice of multiple length styli.

• One-touch datum and zeroing.

• Automatic shut-down when stylus is 
inactive.

Specifi cations
• Range: 0.180 inch with 0.75 inch stylus

• Accuracy: +/- .0002 inch with 0.75 inch stylus

• 2.2 GHz Zigbee compliant transmission protocol

• Transmission Range: 30 feet

• Transmitter Dimensions: 2.5 x 0.75 x 1.25 inches

• Receiver Dimensions: 4.5 x 0.75 x 2.5 inches

• Power: Two CR2032 coin cell and two AA 
batteries


